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Elevation | Direction | Type | Number

SP
TR 
P 
WE
SA
C
CL
V
NA
CG 

= Spire
= Tower
= Porch
= West End
= South Aisle
= Chapel
= Chancel
= Vestry
= North Aisle
= Chancel Gable

Elevation:

N
S
E
W

= North
= South
= East
= West

Direction:

A
C
Q
H
T
B
BC
AX
S
DJ
DV
SC

= Ashlar
= Coping
= Quoin
= Hoodmould
= Tracery
= Ball
= Buttress Capping
= Apex
= Sill
= Dormer Jamb
= Dormer Voussoir
=Stringcourse

= Replacement

= Provisional

= Indent

= Mortar

= Crack

= Rust Jacking

= Provisional Rebuild

Stone Type:

DORMER

SP/SW/B/2SP/SW/B/1

SP/W/DV/
1-3

5

6

7

4

3

2

1

8

9

10

11

SP/W/
DJ(r)/1-4

SP/W/
DJ(l)/1-4

SP/W/
DV/1-3

Rust Jacking

14

15

16

17

18

19 20 21

22

25

26

2423

27

31 32 33 34
35

29

30

28

37

36

38

SP/W/H/1-5

40
(TR/W/T/2)

46
500X500X390
(finial missing)

Jambstones max. 
450(l) x240(w) (to 
glassline) x280(h)

57 
(Tracery section 230mm. 
Hoodmould ring depth to 
glassline. 13 stones in ring.

Allow 4no. tracery indents 
230x110x150 inc. mortar 
repairs and s/s pins)

723

515

3000 x 200 x 200

69
70

71

72

67

68

66

B-1

nIX

NVIII

wI sIX

A

C

B

100% apex copings and 
kneelers magnesian 
limestone

Max. access height 
on survey

45a
SP/SW/BC/1

45b
SP/SW/BC/2

SP/W/H(l)/1-3 SP/W/H(r)/1-3

39
(TR/W/T/1)

44a
SP/NW/BC/1

44b
SP/NW/BC/2

47
SP/NW/BC/3

48
SP/NW/BC/4

BELFRY

SPIRE

BASE

BELFRY

3151x300x280mm (40%)

3186x300x280mm (10%)

3212x300x280mm (10%)

49 (TR/W/SC/1)

50 (TR/W/SC/2)

51 (TR/W/SC/3)

54 (TR/W/SC/5)

56 
TR/NW/BC/1
660x400x310

52
TR/W/SC/3

53 (TR/W/SC/4)

63

62 64

65

61

60

59

58

82 83

73

74
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77
78

79

80

81

101

100 102

96

97

98

99 103

104

105

106

107

B-2 B-3

87

88

89

92

93

94

95 111

85 (N/W/SC/1) 116 (N/W/SC/2)

84b (N/W/SC/5) 84d (N/W/SC/7)84c (N/W/SC/6) 84e (N/W/SC/8)
118 
(N/W/SC/9 & N/W/SC/10)

B-4

119 (N/W/SC/11)

117
N/W/SC/3

115

114

113

112

109

108

84a (N/W/SC/4)

90

91

12 13

41

42 43

55

86

110

120

121

122

123124


